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Technical data

April 2020-V01

CPU ARM® Cortex®-A53 1.5Ghz quad core CPUs
RAM DDR3 SDRAM 2GB
GPU Mali™-450 GPU 3 x ARM Mali-450 MP 700MHz
Display 7" LCD 600x1024 Capacitive touch panel
0S Linux embedded
RFID-reader EM /MIFARE UID, HID-keyboard
Mechanics Rear casing in aluzink Front in aluminum
LAN 1 Ethernet port Gigabit Ethernet 10/100/ 1000
Mbit/s
Ports 1 USB
Power 5VDC
RTC The clock is set every 30 Default NTP server:
minutes pool.ntp.org
Offline Chrome Local storage
Protocol HTTP/HTTPS
Size Height Wide Depth H=22cm W=12,5cm D=7 cm
Installation

The TimeSpot38-7 includes an attachable wall mount using f9ur (4) screws.

The terminal is hooked to the wall mount via two key holes in the terminal

casing.
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The power supply and networks cables can be fed from either above or below
the terminal.

To secure together the terminal and wall mount, use the security screw located
on the underside of the terminal.
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TimeSpot 38 configuration

Upon start-up the assigned IP address will be shown.

If there is no DHCP server and no IP address is assigned to the terminal, a
static IP address is activated. (192.168.1.10)

[J TimeSpot 38

Terminal identification

IP address assigned to this terminal

>_ 192.168.55.140

TSMI URL (via browser)
48N
=T

wr  htp://192.168.55.140

Network Configuration

This terminal is using Dynamic Network settings.

( roows )
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Launch a browser on a computer within the same network and enter (in this
example) URL http://192.168.55.140

The login screen below is then displayed. Log in the terminal using

Username = admin
Password = admin

TimeSpot® Management Interface
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Home

Here is the current program version.

6Time$pot® TimeSpot® 38 - Management Interface

Welcome

Firmware

Firmware version on this terminal : 1.2.9

April 2020-V01
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Device URL

Displayed here is the current URL. If a proxy server is to be used enable Contact your WFM

that function by clicking Enable/Disable Proxy settings. system provider for
the correct URL

There is also the option to clear browser data, cookies, history and off-line
data.

GTimeSpot“’ TimeSpot® 38 - Management Interface

1=t Device URL

Start up

B

Device URL

Save

Proxy Settings

-

Save

Browsing Data

All Browser Data including Cookies and History will be cleared.

Clear

Brightec®
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Network

Within Network, settings for the static IP configuration or DHCP can be selected.
The Host name of the terminal can also be changed.

6Time$pot° TimeSpot® 38 - Management Interface

Network

Dynamic Network Configuration

Static Network Configuration

Hosthame

TimeTerminal

Save

Brightec®
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Timezone

If required, the Terminals time zone settings can be changed.

The default NTP server is pool.ntp.org. Any NTP server can be specified by
enabling Enable NTP settings.

GTimeSpot‘” TimeSpot® 38 - Management Interface
Timezone

Time Configuration

Device URL

(MAI)

Europe/Stockholm

Network
Timezone N
N O e

Screen

D
<>}
Firmware

Restart

%

Setttings

Brightec®
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Screen

Touch screen calibration. (Only if required).

GTimeSpot" TimeSpot® 38 - Management Interface

A Screen Settings

Home

B

Device URL

Calibrate Screen

The terminal will show a calibration screen. Tap the center of each symbol with a pointed object to calibrate accurately.

Calibrate

Restart

&

Setttings
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Firmware

If an upgrade is available, it is to be loaded from here.

GTimeSpot" TimeSpot® 38 - Management Interface

Firmware

Update Terminal Firmware

Firmware Image
Device URL | Choose File | No file chosen

Select Firmware Image File provided by the manufacturer.

Start firmware upgrade

(tg1)

Firmware

O

%

Brightec®

NOTE!

After an upgrade, you may need to clear your browser's cache (i.e. the browser
used to log into the terminal).
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Restart Terminal

Restarting the Terminal

6TimeSpot° TimeSpot® 38 - Management Interface
Terminal Restart

Restart Terminal

Device URL Restart the terminal. You can connect again in one minute.

W

Network

G,

Timezone

N

Screen

Firmware

O

Restart

&
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Settings

Here the User Admin password be changed.

GTimeSpot“’ TimeSpot® 38 - Management Interface
Administrator Settings

Change Password

Network

Timezone

L

Screen
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Firmware

O

Restart
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